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Understanding Models, Components and Libraries. Its the components and how they are connected that creates your novel, electronic product. The components are the basic building block so what exactly is a component, and where are they stored In the real world, components are tangible objects and are therefore relatively easy to identify. But in the virtual world of design, components have to be abstracted into a range of models that can be used across the various design domains. During the design capture and implementation processes, a component is represented as a symbol on the schematic, as a footprint on the PCB, as a SPICE definition for simulation, as a signal integrity description for analysis, and as a three dimensional model for 3. D component and PCB visualization one component, with a different representation for each design domain. Each design domain requires a specialized model. For schematic capture the model is referred to as a symbol. IC98451.gif' alt='Component Object Model Com Pdf' title='Component Object Model Com Pdf' />Because the design environment is built around the idea that design starts with the schematic, the schematic symbol is used to tie the various models together. Parameters then add the additional detail needed to identify the real world physical component, such as the wattage, tolerance, purchasing details, datasheet references, and so on. The symbol model links to the other models, to fully describe that component in each domain. The 3. D model is actually placed within the footprint, more on this later. Models and Model Libraries. Each type of model and component needs to be stored in a model file or library. Some of these use a standardized file format, like SPICE, while others use a proprietary format, like the Sch. Lib file used to store schematic symbols or components. Some model kinds, like SPICE, are stored one model per file, these are referred to as model files. Others, like Altium PCB footprints, are stored in a file that accepts one or many footprints, these are referred to as model libraries. Das Component Object Model kmponnt bdkt mdl abgekrzt COM ist eine von Microsoft entwickelte Technik zur Interprozesskommunikation unter Windows. Component Object ModelCOM. Reference Model for ISEB Certificates in Enterprise and Solution Architecture Version 3. June 2010. Class Imbalance Both classic onestage object detection methods, like boosted detectors 36,5 and DPMs 8, and more recent methods, like SSD 21, face a large class. Summary of the Model and Library Kinds. Supporting such a broad range of the design tasks performed through the electronic development process requires numerous model kinds and and library formats. General/Conceptual/DevPedia-CocoaCore/Art/model_view_controller_2x.png' alt='Component Object Model Com Pdf' title='Component Object Model Com Pdf' />Below is a summary of each model and library kind. Design Domain. Model or Library Kind. Model File Library. Notes. Schematic capture. Symbol. Sch. Lib. Altium schematic symbol can be just a symbol, or other models linked and parameters added to define a complete component. PCB design. FootprintPcb. Lib. Footprint or pattern that defines the components mounting and connection points on the PCB can store both the fabricated elements pads, silk, mask, etc, as well as an optional 3. D representation of the fitted component. D PCB design. 3D Body Pcb. Lib. Altium design object place one or more 3. D bodies on the footprint to build a 3. D model of the component in the Pcb. Lib. STEP STEP, STPStandard STEP format 3. D model can be imported into a PCB 3. D Body object and placed on the footprint in the Pcb. Lib. Parasolid 3. D XT, XBParasolid format 3. D model ASCII or binary can be imported into a PCB 3. D Body object and placed on the footprint in the Pcb. Lib. SOLIDWORKS 3. D Sld. Prt. SOLIDWORKS format 3. D model can be imported into a PCB 3. D Body object and placed on the footprint in the Pcb. Das Distributed Component Object Model DCOM ist ein objektorientiertes RPCSystem, das auf dem DCEStandard basiert. Es wurde von Microsoft definiert, um die. Oracle Technology Network is the ultimate, complete, and authoritative source of technical information and learning about Java. COM англ. Component Object Model модель компонентного объекта произносится как ком это. Lib. Circuit simulation. SPICE3f. 5 XSpice PSpice model SPICE 3f. SPICE syntax. SPICE sub circuit file a SPICE format netlist detailing a circuit that models the behavior of the component. Sim. Code model ASCII Digital Sim. Code model filelibrary and the intermediate model linkage MDL file required to map the digital model to the symbol used for modeling digital components in a mixed signal circuit simulation. Component Object Model Com Pdf' title='Component Object Model Com Pdf' />Compiled Digital Sim. Code model filelibrary and the intermediate model linkage MDL file required to map the digital model to the symbol used for modeling digital components in a mixed signal circuit simulation. Signal Integrity analysis. IBIS model ibis. Inputoutput Buffer Information Specification file a behavioral model that describes the electrical characteristics of an input or output pin. Component creation. Altium Integrated Library Int. Lib. Compiled library stores all model kinds within it. An Int. Lib is the compiled output from a Lib. Pkg project. Component creation. Altium database linked library Db. Link. Database link interface file uses parametric data stored in Sch. Lib components, to query an external ODBC data source for a suitable record eg, a part number, or the resistance, wattage and package. The data from fields mapped in the Db. Link is retrieved and added to the component during placement. Component creation. Altium database library Db. Lib. Database library file presents an external ODBC data source as an Altium component library, allowing components to be placed directly from the database. The data from fields mapped in the Db. IC49467.gif' alt='Component Object Model Com Pdf' title='Component Object Model Com Pdf' />Lib is retrieved and added to the component during placement. Requires the Altium models symbol, footprint, etc to be specified in each database record. SVNDb. Lib. Db. Lib with version control interfaces to an SVN repository for version control of the schematic and PCB models. Component creation. Vault componentCmp. Lib. Component definition file for an Altium Vault component links Vault based models and parametric data together, when a release is performed the component item is created in the Vault. The Component. A component can range from something simple, like a two pin resistor, right through to a large FPGA with hundreds and hundreds of pins. To give flexibility over how the components can be organized on the schematic sheets, the software includes a number of useful display related features. Is it a Symbol or a ComponentOnce you have linked in other domain models and add parameters, the symbol becomes a component. Many designers continue to refer to it a symbol when they see it on the schematic because thats what you see but attached to that symbol are the other domain models and parametric details that define it as a component. This article will use the term symbol to describe the graphical objects and pins that are placed in the schematic library editor, in all other situations it will be referred to as the component. The symbol is simply the graphical objects and the pins left image, once the models are linked and the parameters added, it becomes a component right image. The symbol is created in the Schematic library editor. As soon as you add link in models and add parameters, it becomes a component. The component detail can be added in the schematic library editor, or if you use a Db. Link or Db. Lib type library, the detail can be extracted from a database and added to the symbol during placement on the schematic more on these later. Alternatively, the detail can be added after the symbol has been placed on the schematic sheet. The Symbol. The symbol is created in the schematic library editor. It is created by placing graphical objects to build the required shape, and then the pins are added. It is the pins that bring electrical intelligence to the component, they are what the software identifies as the electrical connection points, and what are mapped to the pads on the PCB footprint. Symbols can range from the small and simple, like this MOSFET, through to high pin count components like the FPGA, created over multiple parts. Component Object Model Wikipedia. Das Component Object Model kmponnt bdkt mdl abgekrzt COM ist eine von Microsoft entwickelte Technik zur Interprozesskommunikation unter Windows. COM Komponenten knnen sowohl in Form von Laufzeitmodulen DLLs als auch als ausfhrbare Programme umgesetzt sein. COM soll eine leichte Wiederverwendung von bereits geschriebenem Programmcode ermglichen, zum Teil auch ber Betriebssystemgrenzen hinweg. COM Komponenten knnen unabhngig von der Programmiersprache eingesetzt werden. Das Component Object Model wurde von Microsoft 1. Benutzeroberflche Windows 3. COM basiert auf dem Client Server Modell. Ein COM Client erzeugt eine COM Komponente in einem so genannten COM Server und nutzt die Funktionalitt des Objektes ber COM Schnittstellen. Der Zugriff auf Objekte wird innerhalb eines Prozesses durch so genannte COM Apartments synchronisiert. Unter einem COM Server versteht man ein Laufzeitmodul Dynamic Link Library oder ein ausfhrbares Programm, das in einer COM untersttzenden Programmiersprache erstellt wurde und COM Komponenten anbietet und erstellen kann. Es gibt drei Typen von COM Servern Im Falle des In process Servers ist die COM Komponente in einer DLL implementiert sie tragen unter Windows oft die Dateiendung OCX. Diese DLLs mssen die Funktionen Dll. Get. Class. Object, Dll. Can. Unload. Now, Dll. Register. Server und Dll. Unregister. Server exportieren. Wird eine COM Komponente eines In process Servers erzeugt, so wird der zugehrige Server ein Server kann mehrere COM Komponenten anbieten in den Prozess des Clients geladen. In process Server sind besonders schnell, da der Zugriff auf die Funktionen der COM Komponenten ohne Umwege erfolgt. Nachteilig ist, dass auf diese Weise jeder Prozess eigenen Speicherplatz mit den benutzten COM Komponenten belegt und keine gemeinsame Speichernutzung mglich ist. Local Server sind unter Windows ausfhrbare Programme, die COM Komponenten implementieren. Bei der Erzeugung einer COM Komponente wird dieses Programm gestartet sofern es nicht schon luft dies bedeutet, dass ein ausfhrbares Programm vorliegen muss, eine DLL kann hier nicht aufgerufen werden. Zur Kommunikation zwischen Client und Server wird ein vereinfachtes RPC Protokoll Remote Procedure Call benutzt. Local Server haben den Vorteil, dass sie nur einmal gestartet werden mssen und dann viele Clients bedienen knnen, was weniger Speicherplatz belegt. Zudem lassen sich so recht leicht Datenzugriffe auf einen gemeinsamen Datenbestand synchronisiert von mehreren laufenden Clients durchfhren wie zum Beispiel in Microsoft Outlook. Die Zugriffe ber RPC sind allerdings langsamer. Befinden sich Server und Client in einem Rechnernetz, so kommt DCOM Distributed COM zum Einsatz. Der Einsatz von DCOM ermglicht grundstzlich den Betrieb von Server und Client auf unterschiedlichen Betriebssystemen. DCOM benutzt im Gegensatz zum Local Server ein vollstndig implementiertes RPC, was die Aufrufe jedoch auch bei sehr geringer Netzwerkauslastung deutlich verlangsamt. Die Implementierung vom DCOM unterscheidet sich von der von COM mit Local Server zustzlich noch durch den vorgeschalteten Protokollstack. Die COM Schnittstelle dient der Kommunikation zwischen Client und Server. Eine COM Komponente kann dazu ber allgemein definierte und vorgegebene Schnittstellen zum Beispiel IUnknown, IDispatch sowie ber spezielle Schnittstellen angesprochen werden. Jede Schnittstelle hat eine weltweit eindeutige Identifikationsnummer, die GUID Globally Unique Identifier. Dadurch knnen auch mehrere Schnittstellen mit demselben Namen existieren aber nicht mit derselben GUID. Um eine programmiersprachenbergreifende ClientServer Kommunikation zu ermglichen, findet an der Schnittstelle das so genannte Marshalling statt, das die auszutauschenden Daten in eine vordefinierte Binrreprsentation wandelt. Eine Schnittstelle erfllt die Funktion einer abstrakten Klasse, die lediglich virtuelle Elementfunktionen enthlt, die wegen der Trennung von Deklaration und Implementierung in der VTable alle auf 0 gesetzt werden. Die C Version einer Schnittstelle ist entsprechend eine Struktur, die Funktionszeiger enthlt. Die erzeugten COM Objekte nutzt man dabei ber Zeiger auf deren Schnittstellen. Wenn ein COM Objekt eine Schnittstelle implementiert, muss es alle Methoden der Schnittstelle berschreiben, also die VTable fllen. Dabei sind mindestens die drei Methoden von IUnknown zu implementieren, die fr das Lebenszyklusmanagement zustndig sind und eventuell vorhandene, weitere implementierte Schnittstellen offenlegen. Eine Schnittstelle sieht in der fr COM Komponenten nutzbaren IDL Interface Definition Language wie folgt aus als Beispiel dient das Interface IUnknown Standardschnittstelle aller COM Komponenten. C0. 00 0. 00. 00. IUnknown. restricted. HRESULT stdcall Query. Interfacein GUIDrrid, out void ppv. Obj. restricted. Add. Ref. restricted. Release. Jede Schnittstelle muss ber eine Schnittstellen Vererbung die Funktionen der hier gezeigten Schnittstelle IUnknown definieren, da dieses die grundlegenden Funktionen fr COM implementiert. Eine weitere Vererbung der Schnittstellendefinitionen ist mglich. Da Programmiersprachen wie Visual Basic Script keine Typen kennen, hat Microsoft eine weitere Mglichkeit entwickelt, Funktionen aus COM Schnittstellen aufzurufen. Fr diese Mglichkeit muss die Schnittstelle die Funktionen der Schnittstelle IDispatch definieren. Dies ermglicht es, eine COM Komponente ber IDispatch. Invoke anzusprechen, ohne dass der COM Client die Typbibliothek des Servers kennen muss. Da der Zugriff ber das Dispatch Interface sehr viel langsamer als der Zugriff ber ein typisiertes Interface ist, wird oft beides implementiert Dual Interface, so dass bei Programmiersprachen, die Zeiger beherrschen, beide Zugriffsmglichkeiten zur Verfgung stehen. Eine COM Komponente bietet die aufrufbaren Funktionen ber eine oder mehrere COM Schnittstellen an. Die Erzeugung des Objektes erfolgt durch die Implementierung von IClass. Factory. Create. Instance im COM Server. Dell Windows 2000 Pro Sp4 Torrent. Die Lebensdauer eines Objektes wird mittels Referenzzhlung gesteuert. Eine COM Komponente lebt nur so lange, wie die Differenz der Aufrufe von Add. Ref am Beginn der Verwendung einer Instanz und Release Freigabe nach Verwendung der Instanz nicht 0 ergibt. Eine COM Komponente kann mehrere Schnittstellen anbieten. Dies ist in bestimmten Situationen auch notwendig, um ein Programm erweitern zu knnen, ohne andere Programme neu kompilieren zu mssen, denn der Compiler kodiert die aus der VTable gelesenen Einsprungadressen der vom Client aufgerufenen Funktionen unter bestimmten Umstnden fest. Wird die Schnittstelle einer Komponente spter gendert, kann sich die Einsprungadresse ndern, was die Funktionstchtigkeit des Clients beeintrchtigen wrde. Zur Erweiterung der Serverfunktionalitt wird also stattdessen eine weitere Schnittstelle implementiert. Eine Vererbung von COM Komponenten Aggregation ist durch die Anforderungen der Binrkompatibilitt nur in wenigen Programmiersprachen mglich. Dazu wird die zu vererbende Komponente ber explizite Durchleitung der Schnittstellen ber die erbende Komponente verffentlicht. Der Client ist das Programm, dasmglicherweise ein Objekt einer COM Komponente ber einen COM Server erzeugt unddie von der COM Komponente angebotenen Funktionen benutzt. 
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